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MULTIPOINTF@LER MINIATUREDESIGN IWl KA!I

Serie TC96-M

TC96-M
Multipointfaler miniaturedesign

e Op til 10 malepunkter

» Fleksibel installation

« Type K, J, E, flere hvis det gnskes
« Smat design

« Option: Forskydningskapacitet

PRODUKTBESKRIVELSE
SPECIFIKATIONER

Langde 20000 mm
Materiale Rustfrit stal 316L, Rustfrit stal 316Ti
Materiale medieberorte del Legering, Kulstofstal
Single minkature multipoint thermac cupe | m Process connection
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. Legend:
MP1 Position of the 1st measuring point
MP2 Position of the 2nd measuring point
MP3 Position of the 3rd measuring point
N | N Neckubelengn
Instrument fitling ! Exploswan-protected fiting Standard fitling




Came remctes stact st et corviat

Singhe minksture multipoint thermoc cuple
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Explosion-protected fiting
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Legend:

MP1 Position of the 1st measuring point
MP2 Position of the 2nd measuring point
MP3 Position of the 3rd measuring point
N Necktube length

o 30 g o
e s ot



	MULTIPOINTFØLER MINIATUREDESIGN
	Serie TC96-M
	TC96-M  Multipointføler miniaturedesign

	PRODUKTBESKRIVELSE
	SPECIFIKATIONER



